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) HECHT , Easy Connect” Product Family

You would like to

make your
You handle bulk production process You want to
materials with fast and safe?’ protect your
High-Containment processes,

requirements in your
production?

products and
employees’

1-10 pg/m3

10-100 pg/m?

100-1000 pg/m?

The HECHT EC-Connect Product Family is designed for high-security
applications when emptying or filling critical powders and substances.
With quick and simple steps, ,Easy Connect” combines two seemingly
contrasting requirements in the bulk solids industry in a smart way. 0



HECHT ,Easy Connect” Product Family OHECHT

technologie

€ Defined, safe handling: logical operation
procedure in just a few steps

L 4

Tailor-made to your individual processes

¢

Simple, ergonomic and safe discharging or ’?Q/V
filling of critical substances and powders 9@,

For High-Containment applications 699
High occupational safety 6@

Almost without consumables

® & ¢ o

Integrable in existing systems



HECHT ,Easy Connect” Product Family OHECHT

technologie

Liner Connection Containment Liner Filling Head
System LAS-EC Drum Discharger LBK-EC
CFE-K EC
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DISCHARGING

Liner Connection
_ System LAS-EC

“_ "Easy Connect"
N
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4 Liner Connection System LAS-EC

¢
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Defined, safe discharging of Big Bags with a logical operation procedure
in just a few steps

Up to a Containment Level of OEB 4 (OEL 1-10 pg/m3)
Tailor-made to suit your discharging processes and requirements
Operator and product protection from contamination/impurities

Exchange of the Big Bags almost without any consumables like
O-rings

Easy to handle: Control system with only three functions: Connecting,
Sealing and Disconnecting

_______———Automatic Liner Fixation

Unique System, - ~Jn__—Sealing Flange
Patent Pending =

——=Pneumatic Sealing

Endless Liner Lateral Port




4 Liner Connection System LAS-EC

Functional Description

1 For connecting the Big Bag, the port is opened whereas the
shower cap of the previous Big Bag seals the port using a
special clamping device.

2 The new liner can now be pulled over the sealing flange
connection. Afterwards the port is being closed and the new liner
will be fixed automatically. The showercap can now be removed
using the lateral port and the Big Bag can be opened.

3 The bulk material can now be emptied by gravity. If required, a
suction shoe can be integrated for connection to a vacuum conveyor.
After emptying the FIBC, the liner is tied up and cut off between the
FIBC outlet and the sealing flange.

- Product and Operator Protection against
unwanted contamination or product entry/exit




4 Liner Connection System LAS-EC

Further Options

€ EX-Version available

€ Optional WIP-function in hygienic
design with WIP-covers and spray
nozzles

€ Various materials, surfaces and

sealings
¢ Different mounting options
€ Control Unit: electro-pneumatic or

pneumatic
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FILLING V/
Liner Filling Head %

LBK-EC 4
_,Easy Connect”
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) Liner Filling Head LBK-EC
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Defined, safe filling of Big Bags with a logical operation procedure
in only a few steps.

Up to a Containment-Level of OEB 4 (OEL 1-10 pg/m3)
Tallo-made to your filling processes

Operator, product and environment protection against contamination
and impurities

Fast bin exchange
Product Entry

Simple operation = Control
unit with three functions:
Connecting, Sealing

and Disconnecting

Automatic Liner Fixation
Endless Liner Lateral Port
Pneumatic Sealing

Sealing Flange

\ 4



) Liner Filling Head LBK-EC

Functional Description

1The LBK-EC is closed with a shower cap (rest liner) at the
product outlet which can be removed through the side port.
The new liner is connected by an automatic liner fixation. The
inflatable seals are activated to ensure a high level of
Containment during the filling process.

! Iﬁij‘f 3

2 The bulk material is being emptied into the Big Bag or liner
by gravity. This can be achieved by means of a downpipe or
the HECHT vacuum conveyor type PCC 150 -300.

3 After the filling process the liner must be separated from

the filling head. A part of the liner now closes the product

outlet and forms a new shower cap. The LBK-EC provides an
endless liner side port to save time during the Big Bag exchange.

- Operator and Product Protection

- Fast Bin Exchange




) Liner Filling Head LBK-EC

Further Options

€ EX-Version available

€ Optional WIP-function in hygienic
design with WIP-covers and spray
nozzles

€ Various materials, surfaces and
sealings

€ Different mounting options

€ Control Unit: electro-pneumatic or
pneumatic
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DISCHARGING

Containment Drum

\ Discharger i
( & CFE-K-EC )

~Easy Connect”, _~




‘> Containment Drum Discharger with tipper
CFE-K-EC

4 For High-Containment discharging of drums
with inner liner

€ Up to a Containment-Level von OEB 4

(OEL 1-10 pg/ms3) — according to SMEPAC
measures in vacuum operation up to OEB 5

€ Operator and Product Protection

€ Products supplied in drums are additionally
packed in foils, inner and outer liners

€ Significant reduction of consumables
compared to O-Ring technology

€ Fast, simple and safe handling under high-
Containment conditions

€ Integratable into many existing systems

EC-Port (open)

4



‘> Containment Drum Discharger with tipper
CFE-K-EC

Functional Description

1 A special lifting device on the back of the glovebox lifts the
drum and connects it to the ,Easy” port. In the initial position
the glovebox is sealed by a residual liner (shower cap). The
new drum is now connected.

2 The outer liner is being pulled over the liner-connector, the port
is closed and the new secondary liner will be fixed automatically.
The shower cap can be removed into the glovebox. The drum is
pushed into the glovebox and the raw material can be emptied.

3 The bulk material is taken to the next process step by means of
gravity. Via double closure technology the secondary liner is closed
twice between the drum and the isolator. The cycle can start
again and a new drum can be connected.

- Protectoin of the isolator and the product against
contamination and unwanted product entry/exit.




‘> Containment Drum Discharger with tipper
CFE-K-EC

Further Options

€ WIP function (Washing in Place) or
CIP function (Cleaning in Place)

€ Nitrogen purging / Inertization

€ Ex-version for zones inside 1/21;
outside 2/22

€ Full FDA compliance of the materials
used

€ Optional empty sack lateral port

€ Different surfaces and materials
depending on selected version, e.qg.
1.4301 or 1.4404




‘> Accessory: HECHT High-Containment
Closing System

For the use of containers or bins with inliners or
the application of expendable liner technology:
HECHT's Closing System is perfectly suitable for ‘)HECHT
Closing or Cutting of inner liners/foils during technologie
bin exchange, the sampling, transferring or
packing process.

HECHT jie GmbH i 17 D-85276 Pfaffenhofen/lim
+49 (D) 8441 8956-0 Fax: +48 (0) 8441 2056-58 . hechteu

@ Liner scissors with steel blade and
counter piece

€ Permits to cut liner bundles up to 35mm

€ Permanent and vibration-resistant closure

Verschlusszange

€ Reliable and rugged technology — no further
tools necessary




4 Functional Video
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https://www.youtube.com/watch?v=PyOJqyy7meU
https://www.youtube.com/channel/UCqdfLAOMqHgiRT15gow4Iag

Thank you for your

Attention




